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ZW Joint  Stainless steel Series
Port size M5 to R1/2

Single straight
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Elbow
ZW-L*-0
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Straight
ZW-S*-0

• Sales unit is 1 piece per bag.
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Single elbow
ZW-L*-*
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Union Tee
ZW-T*-0
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Applicable
tube O.D.ø

Applicable
tube O.D.ø

Applicable
tube O.D.ø

Applicable
tube O.D.ø

Applicable
tube O.D.ø

Speed
control valve

Check valve
/ others

Joint
/ tube

Silencer

Magnetic
spring buffer

Contact / close
contact conf.
SW

Pressure SW
for coolant

Small
flow sensor

Small
flow controller

Flow sensor
for air

Flow sensor
for water

Air sensor

Refrigerating
type dryer

Desiccant
type dryer

High polymer
membrane
type dryer

Auto. drain
/ others

F.R.L.
(Module unit)

F.R.L.
(Separate)

F.R.L.
(Related
products)

Clean
F.R.

Air
booster

Suction
plate

Mechanical
pressure SW

Electronic
pressure SW

Total air
system

Total air
system
(Gamma)

Air filter

Compact
F.R.

Precise
regulator

Electro
pneumatic
regulator

Vacuum
regulator

Ending

Vacuum
filter
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Contact / close
contact conf.
SW

Ending

Magnetic
spring buffer

Pressure SW
for coolant

Small
flow sensor

Small
flow controller

Flow sensor
for air

Flow sensor
for water

Air sensor

Refrigerating
type dryer

Desiccant
type dryer

High polymer
membrane
type dryer

Auto. drain
/ others

F.R.L.
(Module unit)

F.R.L.
(Separate)

F.R.L.
(Related
products)

Clean
F.R.

Air
booster

Suction
plate

Mechanical
pressure SW

Electronic
pressure SW

Total air
system

Total air
system
(Gamma)

Air filter

Compact
F.R.

Precise
regulator

Electro
pneumatic
regulator

Vacuum
regulator

Vacuum
filter

Speed
control valve

Check valve
/ others

Joint
/ tube

Silencer

Compact size saves space. 

Smooth insertion and accurate sealing. 

Flame-resistant resin incorporated for white body and push ring.
(Equivalent to UL94 standards V-O)

Stainless steel incorporated for all metal parts. 

Frame resistant resin & stainless steel
Joint   ZW series 

High efficient, clean-feeling white body 

Port size: M5 to R1/2

Applicable bore size: ø4 to ø12

Sealing agent applied on threads
Teflon resin is coated on threads,
eliminating the need to wind
sealing tape.
The even seal prevents leaks, etc. 

Standard stainless steel
As a standard, all metal parts are
made of stainless steel to increase
corrosion resistance and appearance.

Secure tubing holding
Chuck fitting acts in the direction
that the tubing dislocates, ensuring
highly reliable holding.

Easy tubing removal
The push ring evenly pushes
and opens the chuck, so tubing
can be removed smoothly.

Push-in installation
Tubing can be connected to the piping
joint just by pushing in tubing.
 V-shape packing with outstanding
accuracy is used for the seal.

Flame resistant resin & stainless steel
Joint

White flame-resistant resin body
Flame-resistant PBT (UL94 Standards
V-0 or equivalent) used as standard for
a white body blending in with any work
environment.

 Full flow rate
By eliminating sections narrower
than the tubing's bore, a flow
equivalent to the tubing's bore
can be passed.

Easy piping work
The section of the pipe connected
with the body rotates freely, so
piping removal can be set freely.
 

ZW Series
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Speed
control valve

Check valve
/ others

Joint
/ tube

Silencer

Magnetic
spring buffer

Contact / close
contact conf.
SW

Pressure SW
for coolant

Small
flow sensor

Small
flow controller

Flow sensor
for air

Flow sensor
for water

Air sensor

Refrigerating
type dryer

Desiccant
type dryer

High polymer
membrane
type dryer

Auto. drain
/ others

F.R.L.
(Module unit)

F.R.L.
(Separate)

F.R.L.
(Related
products)

Clean
F.R.

Air
booster

Suction
plate

Mechanical
pressure SW

Electronic
pressure SW

Total air
system

Total air
system
(Gamma)

Air filter

Compact
F.R.

Precise
regulator

Electro
pneumatic
regulator

Vacuum
regulator

Ending

Vacuum
filter
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Descriptions
Working fluid

Max. working pressure MPa

Negative pressure kPa

Working temperature ˚C

Applicable tube

Compressed air

1.0

-100  Note2

-10 to 60 (no freezing)

Soft nylon tube (F-15**)

Urethane tube (U-92**,U-95**,NU-**)Note1

ZW

Specifications

A Shape
S

L

T

Straight

Elbow

Union Tee

4

6

8

10

12

ø4

ø6

ø8

ø10

ø12

M5

6

8

10

15

0

M5�0.8

R1/8

R1/4

R3/8

R1/2

No thread

ZW L 6 8

How to order

Internal structure and main parts list

B Applicable tube O.D. C Port size
Blank

P11

None

Ozone proof

D Option

No. Parts name Material

1 Body *1
Stainless steel (SUS304)

PBT (flame resistance resin *2)

2 Packing seal Nitrile rubber

3 Chuck holder Polyacetal

4 Chuck Stainless steel (SUS301)

5 Push ring PBT (flame resistance resin *2)

6 Outer ring Stainless steel (SUS304)

7 Drive nipple Stainless steel (SUS304)

* Refer to model no. sections on dimensions page (page 962) for combination of model no. 

* Consult with CKD for 
other models. 

Note: Sales unit is 1 piece per bag. 

Note 1: Refer to page 1008 for tube dimensions, ambient temperature and working pressure. 
Note 2: Use an insert ring when using urethane tubing (U-92**, U-95**, NU-**) under vacuum pressure. 

(This is a customized order. Contact CKD for details.)

*1: The single-ended straight body is stainless steel (SUS304). 
*2: Equivalent to UL94 standards V-O
Note: For the stainless steel series, the (5) push ring color is identified with

pure white. 

1 2 3 4

567

Joint  Stainless steel series

ZW Series
� Port size: M5 to R1/2

� Applicable tube: ø4 to ø12

Clean room specifications  (catalog No. CB-033SA)

ZW–··················– P80
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Dimensions

Single straight
� ZW-S*-*

ZW-S  4-M5
ZW-S  4-  6
ZW-S  4-  8
ZW-S  6-M5
ZW-S  6-  6
ZW-S  6-  8
ZW-S  6-10
ZW-S  8-  6
ZW-S  8-  8
ZW-S  8-10
ZW-S10-  8
ZW-S10-10
ZW-S10-15
ZW-S12-10
ZW-S12-15

Model no.

4

6

8

10

12

M

M5�0.8
R1/8
R1/4

M5�0.8
R1/8
R1/4
R3/8
R1/8
R1/4
R3/8
R1/4
R3/8
R1/2
R3/8
R1/2

H

10
10
14
12
12
14
17
14
14
17
17
17
22
19
22

K

11
11
15
13
13
15

19.6
15.8
15.8
19.6
19.6
19.6
24
21
24

L

21.5
20.5
19.5
23
23

23.5
21.5
28
27

22.5
32.5
28.5
26.5
30.5
29.5

A

4
8
11
4
8
11
12
8
11
12
11
12
15
12
15

B

16
16
16

17.5
17.5
17.5
17.5
19
19
19

21.5
21.5
21.5
23
23

2.5
2.5
2.5
2.5
4
4
4
5
6
6
8
8
8
10
10

4
4
4

4.4
10.3
10.3
10.3
17.5
22.4
22.4
30.5
30.5
30.5
40
40

ZW-L  4-M5
ZW-L  4-  6
ZW-L  4-  8
ZW-L  6-M5
ZW-L  6-  6
ZW-L  6-  8
ZW-L  6-10
ZW-L  8-  6
ZW-L  8-  8
ZW-L  8-10
ZW-L10-  8
ZW-L10-10
ZW-L10-15
ZW-L12-10
ZW-L12-15

Model no.
Applicable

tube
O.D.ø

4

6

8

10

12

L2

18
18.5
18.5
20
21
21
21

23.5
23.5
23.5
27
27
27

29.5
29.5

L1

15
20.5
24
15
24

27.5
29

25.5
28.5
30
31

32.5
35.5
34.5
37.5

H

8
10
14
10
12
14
17
14
14
17
17
17
22
19
22

M

M5�0.8
R1/8
R1/4
M5�0.8
R1/8
R1/4
R3/8
R1/8
R1/4
R3/8
R1/4
R3/8
R1/2
R3/8
R1/2

A

4
8
11
4
8
11
12
8
11
12
11
12
15
12
15

B

16
16
16

17.5
17.5
17.5
17.5
19
19
19

21.5
21.5
21.5
23
23

C

10
10
10

12.5
12.5
12.5
12.5
14.5
14.5
14.5
17.5
17.5
17.5
20
20

Min.
bore
size
2.5
2.5
2.5
2.5
4
4
4
6
6
6
8
8
8
9
9

Effective
sectional
area mm2

3.2
3.2
3.2
4.2
8
8
8
18
18
18
27
27
27
35

35.5

M5 type

ZW-L  4-0
ZW-L  6-0
ZW-L  8-0
ZW-L10-0
ZW-L12-0

4
6
8
10
12

L

18.5
21

23.5
27

29.5

C

10
12.5
14.5
17.5
20

B

16
17.5
19

21.5
23

N

7.5
8.5
9.5
11
12

E

4.2
4.2
4.2
4.2
4.2

F

11
13.5
15.5
18.5
21

2.5
4
6
8
10

3
7.5
17

25.5
34

Model no.

ZW-T  4-0
ZW-T  6-0
ZW-T  8-0
ZW-T10-0
ZW-T12-0

Model no.

4
6
8
10
12

E

4.2
4.2
4.2
4.2
4.2

N

7.5
8.5
9.5
11
12

C

10
12.5
14.5
17.5
20

B

16
17.5
19

21.5
23

L

18.5
21

23.5
27

29.5

F

11
13.5
15.5
18.5
21

2.5
4
6
8
10

3.6
9.7
22
30

35.5

ZW-S  4-0
ZW-S  6-0
ZW-S  8-0
ZW-S10-0
ZW-S12-0

Model no.

4
6
8
10
12

L

33.5
36.5
39.5
45

47.5

B

16
17.5
19

21.5
23

C

10
12.5
14.5
17.5
20

2.5
4
6
8
10

4
10
22
30
35

Applicable
tube

O.D.ø

Min.
bore
size

Effective
sectional
area mm2 Applicable

tube
O.D.ø

Min.
bore
size

Effective
sectional
area mm2

Applicable
tube

O.D.ø

Min.
bore
size

Effective
sectional
area mm2

Applicable
tube

O.D.ø

Min.
bore
size

Effective
sectional
area mm2

Single elbow
� ZW-L*-*

Elbow
� ZW-L*-*-0

Union Tee
� ZW-T*-0

Straight
� ZW-S*-0

B B

L

M5 type

A

L

A

ø
K

ø
K

H (opposite
side of hexagon)

H (opposite
side of hexagon)M M

B

L2

ø
C

A

A

L1 H (opposite side
of hexagon)

M
M

B

NF

L

L

N

ø
C

øE

N N
F

ø
C

N

2-øE

L

B

LL

B

L

ø
C

ZW Series

Contact / close
contact conf.
SW

Ending

Magnetic
spring buffer

Pressure SW
for coolant

Small
flow sensor

Small
flow controller

Flow sensor
for air

Flow sensor
for water

Air sensor

Refrigerating
type dryer

Desiccant
type dryer

High polymer
membrane
type dryer

Auto. drain
/ others

F.R.L.
(Module unit)

F.R.L.
(Separate)

F.R.L.
(Related
products)

Clean
F.R.

Air
booster

Suction
plate

Mechanical
pressure SW

Electronic
pressure SW

Total air
system

Total air
system
(Gamma)

Air filter

Compact
F.R.

Precise
regulator

Electro
pneumatic
regulator

Vacuum
regulator

Vacuum
filter

Speed
control valve

Check valve
/ others

Joint
/ tube

Silencer




