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Reduced wiring type

3-port
TVG1 0.56 to 1.1 up to ø40

TVG2 1.8 to 2.2 up to ø80

5-port
TVG1 0.59 to 1.3 up to ø40

TVG2 1.8 to 2.9 up to ø80

Serial transmission

3-port
TVG1 0.56 to 1.1 up to ø40

TVG2 1.8 to 2.2 up to ø80

5-port
TVG1 0.59 to 1.3 up to ø40

TVG2 1.8 to 2.9 up to ø80

With interface for remote I/O 
connection

Remote I/O is required 
separately (RT Series).

3-port
TVG1 0.56 to 1.1 up to ø40

TVG2 1.8 to 2.2 up to ø80

5-port
TVG1 0.59 to 1.3 up to ø40

TVG2 1.8 to 2.9 up to ø80

A/B Piping port (mm) A/B piping port (inch) Electrical connections
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Push-in fitting Push-in fitting
L-type (upward, downward) Push-in fitting
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DeviceNet
CC-LINK
EtherCAT

EtherNet/IP
PROFINET

CC-Link IE Field
CC-Link IE TSN

IO-Link
IO-Link Wireless

EtherNet/IP
EtherCAT

P4

24 VDC 4

24 VDC 4

24 VDC 52

 5-port valve
    2-position Single

 2-position   Double

 3-position all ports closed

 3-position A/B/R connection

 3-position P/A/B connection

 Two 3-port valves integrated
(Example: A side valve: NC, B side valve: NC)
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