
Filter  regulator   Standard white series

W1000/W2000/W3000/W4000/W8000-W Series
Introducing the 5 m dust removing element and 0.3 m tar removing element to the lineup
Port size: 1/8 to 1

Ozone specifications (Page 185)

 Dust generation preventing structure for use in cleanrooms

Clean specification (Catalog No. CB-033SA)

P11W*000 -  - W -  -

P7*W*000 -  -

Specifications

Note 1: Drainage accumulates up to 170 cm3 only with the manual drain cock. 
Note 2: �When "F1" with an automatic drain is selected for the W1000-W series, minimum operating pressure is 0.2 MPa, maximum operation pressure is 0.7 MPa and the guaranteed pressure resistance 

is 1.05 MPa. Refer to the maximum processing flow table (page 85) for the F1000-W-F1 automatic drain for the maximum working flow. Set the working flow to less than the maximum working flow. 
Note 3: The automatic drain's minimum operating pressure for "F" with an automatic drain is 0.1 MPa. 

   Initially generated drainage and air are purged until pressure reaches 0.1 MPa. 
Note 4: The automatic drain's minimum operating pressure for "F1" with an automatic drain is 0.15 MPa. 
Note 5: The working temperature range of the pressure switch with indicator PPD assembly "R1" is 5 to 50°C. 
Note 6: W2000-W Series with an automatic drain "F1" must be used below maximum flow rate. (Refer to page 85 F2000-W for weight.)

Descriptions W1000-W W2000-W W3000-W W4000-W W8000-W

Exterior

Working fluid Compressed air
Max. working pressure	 MPa                      1.0   Note 2, 3, 4
Withstanding pressure	 MPa              1.5   Note 2
Ambient temperature range	 5 to 60
Filtration rating� m 5 5 or 0.3
Set pressure range	 MPa 0.05 to 0.85 Note 2 0.05 to 0.85
Relief With relief mechanism
Drain capacity� cm3 12 25 45 80 80   Note 1
Port size� Rc, PT, 1/8, 1/4 (3/8 uses an adaptor) 1/4, 3/8 (1/2 uses an adaptor) 1/4, 3/8 (1/2 uses an adaptor) 1/4, 3/8, 1/2 (3/4 uses an adaptor) 3/4, 1 (1 1/4 uses an adaptor)
Product weight� kg 0.175 0.4 0.6 0.9 2
Standard accessories Pressure gauge, bowl guard

Note 5

 Specification for LiB manufacturing process

Specification for LiB production (Catalog No.CC-947)

P4*W*000 -  -

JIS symbol
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Filter Regulator Series
How to order

Model no.A

AttachmentG

E

Piping adaptor set 
(included)

F

OptionD

Port thread typeC

Port sizeB

W1000 66 W Z A6W

Model no.
W
1
0
0
0

W
2
0
0
0

W
3
0
0
0

W
4
0
0
0

W
8
0
0
0Symbol Descriptions

Port size
6 1/8
8 1/4

10 3/8
15 1/2
20 3/4
25 1

Port thread type� Note 1
Blank Rc thread

N NPT thread
G G thread

Option� Note 2

Drainage

Note 3

Blank With manual drain cock
F Automatic drain with manual override (NO type)

F1 Automatic drain with manual override (NC type)
FF Large exhaust automatic drain with manual override (NO type)

FF1 Large exhaust automatic drain with manual override (NO type)

Bowl 
material

Blank Polycarbonate bowl
Z Nylon bowl
M Metal bowl

M1 Metal bowl with manual drain cock

Element
Blank 5μm

Y 0.3μm (submicron)� Note 4
Pressure

Range
Blank 0.05 to 0.85MPa

L 0.05 to 0.35MPa� Note 9

Relief
Blank With relief mechanism

N Non-relief type

Pressure 
gauge

Blank Standard pressure gauge (G401-W)
T Without pressure gauge (gauge port (Rc1/4) assembled sealed)

T8 Pressure gauge attachable (gauge port (Rc1/4) assembled open)
T6 Compatibility with digital pressure sensor PPX
R1 Pressure switch with display  PPD assembled� Note 11

Flow
Direction

Blank Standard flow (left to right)
X1 Reverse flow (right to left)

Displayed unit
Blank MPa display, Rc thread

J1 MPa display, NPT, G thread

Piping adaptor set (included)� Note 6 Pages 155 to 157 Note 10
Blank Not attached
A6*W 1/8 piping adaptor set
A8*W 1/4 piping adaptor set

A10*W 3/8 piping adaptor set
A15*W 1/2 piping adaptor set
A20*W 3/4 piping adaptor set
A25*W 1 piping adaptor set
A32*W 1 1/4 piping adaptor set

* Adaptor thread type
Blank Rc thread

N NPT thread
G G thread

Attachment� Page 152, 200
Blank Not attached
BW C type bracket

B3W Note 7 L type bracket
G45P G45D-8-P10 (L: G45D-8-P04)
G49P G49D-8-P10 (L: G49D-8-P04)
G59P G59D-8-P10 (L: G59D-8-P04)
G40P G40D-8-P10 (L: G40D-8-P04)
G50P G50D-8-P10 (L: G50D-8-P04)
G41P G41D-8-P10 (L: G41D-8-P04)
G52P G52D-8-P10 (L: G52D-8-P10)

R2 Note 5 Digital pressure sensor: PPX-R10N-6M

A

B

G

F

E

D

C

Cautions for model No. selection
Note 1: �G threads and NPT threads are available for IN, OUT, gauge 

port and drain discharge port (metal bowl with automatic drain). 
Note 2: �Select options per drainage, bowl material, element, and 

regulator sections. 
  �When selecting options for several items, list options in order 
from the top. 

Note 3: �Refer to page 12 for working conditions of the automatic drain. 
Note 4: �Refer to page 87 for max. flow rate of option "Y". 
Note 5: �When option "T6" is selected, only "blank" or "R2" is selected for 

the (G) pressure gauge (enclosed). The digital pressure sensor 
PPX mounting port (Rc1/8) is assembled ventilated. 

Note 6: Piping adapter set and C bracket cannot be used together. 
Note 7: �Refer to Section 2. Regulator , in "   PRECAUTIONS For 

Installation and Adjustment" (page 15) for details on mounting 
the L-type bracket. 

Note 8: �If NPT is selected for the "C" piping thread type, a NPT pressure 
gauge is enclosed. If Rc or G thread is selected, an R thread 
pressure gauge is enclosed. 

Note 9: �Pressure gauge display range will be 0 to 0.4 MPa for option "L". 
Note 10: �A joiner set is attached with the piping adapter set. 
Note 11: �Out put type will be NPN transistor output. Consult with CKD if 

PNP transistor output is required. 

70

How to order

Displayed unit

* �Refer page 9 for an explanation 
of the options. 



Flow characteristics
 W1000-6-W	  W1000-8-W	  W2000-8-W

 W3000-10-W

 W4000-15-W W4000-8-W  W4000-10-W

Filter Regulator Series

Pressure characteristics
 W1000-W	  W2000-W	  W3000-W

 W8000-W W4000-W

 W8000-20-W  W8000-25-W

 W2000-10-W  W3000-8-W
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No. Part name
Material

W1000-W W2000-W W3000-W W4000-W W8000-W
1 Plate cover ABS resin - ABS resin

2 Body Polyamide resin, steel Aluminum alloy die-casting

3 O-ring Special nitrile rubber

4 Element Polyacetal resin polypropylene Polypropylene

5 Diaphragm assembly Polyacetal resin polypropylene Polyacetal resin nitrile rubber Zinc alloy die-casting nitrile rubber

6 Cover Polyamide resin PBT Resin Aluminum alloy die-casting

7 Knob Polyacetal resin

8 Valve assembly Brass, hydrogenated nitrle rubber (polyacetal resin: W2000-W, W3000-W, W4000-W only)

9 Pressure gauge assembly PBT resin, polyacetal resin, polycarbonate resin, nitrile rubber, brass, steel

10
Gauge plug assembly - Polyacetal resin nitrile rubber

Blanking plug assembly PBT resin, nitrile rubber, steel -

11 Bowl assembly Polycarbonate resin, polyacetal resin, urethane resin

12 Bowl guard Polyamide resin Polyamide resin

Note 1: W1000-W is an element assembly. 
Note 2: The W1000-W O ring has a special shape. 

Note 2

Note 1

Internal structure and parts list
 W1000-W	  W2000-W

 W3000-W  W4000-W

Filter Regulator Series
Internal structure and parts list

 W8000-W
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Filter Regulator Series

Dimensions
 W1000-W

 W2000-W

Attached pressure gauge X Y
G45P (73.5) ø39
G49P (73) ø43.5
G40P (75) ø42.5
G41P (73.5) ø42
G52P (85.5) ø52.5

R2 (73) 30

Option dimensions with pressure gauge attached

  Attachment
C type bracket (-BW)
Part no: B220

L type bracket (-B3W)
Part no: B230

Attached pressure gauge X Y
G45P (74) ø39

G49P (73.5) ø43.5

G59P (76) ø52

G40P (75.5) ø42.5

G50P (75.5) ø52.5

G41P (74) ø42

G52P (86) ø52.5

R2 (74) 30

Option dimensions with pressure gauge attached

Panel cut dimensions

  Attachment
C type bracket (-BW)
Part no: B120

L type bracket (-B3W)
Part no: B130

 Option dimensions
With automatic drain (F1)
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Filter Regulator Series
Dimensions

Attached pressure gauge X Y
G45P (75) ø39

G49P (74.5) ø43.5

G59P (77) ø52

G40P (76.5) ø42.5

G50P (76.5) ø52.5

G41P (75) ø42

G52P (86) ø52.5

R2 (75) 30

Option dimensions with pressure gauge attached

 W4000-W

 �For the plastic bowl, the dimensions are the same regardless 
of whether the manual cock or with automatic drain.

Panel cut dimensions

  Attachment
C type bracket (-BW)
Part no: B420

L type bracket (-B3W)
Part no: B430

 �The dimensions for the plastic bowl is the same wheather 
the manual drain cock or automatic drain is installed.

Panel cut dimensions

  Attachment
C type bracket (-BW) 
part no.: B320

C type bracket (-B3W) 
part no.: B330

Dimensions
 W3000-W

Attached pressure gauge X Y
G45P (70) ø39

G49P (69.5) ø43.5

G59P (72) ø52

G40P (71.5) ø42.5

G50P (71.5) ø52.5

G41P (70) ø42

G52P (82) ø52.5

R2 (69.5) 30

Option dimensions with pressure gauge attached

74

Inner diameter ø5.7 to 6
soft nylon tube
Inner diameter ø5
soft vinyl tube
Drain port

Attachment
A W (piping 
adapter set)

With PPD
Option

Attachment 
(pressure gauge)

Maintenance dimensions
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Dimensions
 W8000-W

Filter Regulator Series

Attached pressure gauge X Y
G45P (85) ø39

G49P (84.5) ø43.5

G59P (87) ø52

G40P (86.5) ø42.5

G50P (86.5) ø52.5

G41P (85) ø42

G52P (98) ø52.5

R2 (85) 30

Option dimensions with pressure gauge attached

Model no.
F1M M M1

A B C
W2000-W - - 147

W3000-W 163.5 143.5 154

W4000-W 187 166.5 177

W8000-W 266 245.5 256

Dimensions table

Option dimensions

 �The dimensions for 
the plastic bowl is the 
same wheather the 
manual drain cock or 
au tomat ic d ra in is 
installed.

 Metal bowl (option)
W2000-W, 3000-W, 4000-W, 8000-W

With automatic drain 
(FM, F1M)

Automatic drain cock 
(M)

  Attachment
C type bracket (-BW)
Part no: B820

Standard manual drain cock 
(M1)

75

Inner diameter ø5.7 to ø6
soft nylon tube
inner diameter ø5.
soft vinyl tube
Drain port

Attachment
A W (piping 
adaptor set)
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Reverse filter regulator   Standard white series

W1100/W2100/W3100/W4100/W8100-W Series
Introducing the 5 m dust removing element and 0.3 m tar removing element, with back flow function, to the lineup

Specifications

Note 1: Check that the primary pressure is at least 0.05 MPa or more than the secondary pressure. 
Note 2: Refer to the set pressure range for the back pressure given on page 79 when selecting the model. 
Note 3: Drainage accumulates up to 170 cm3 only with the manual drain cock. 
Note 4: The automatic drain's minimum operating pressure for "F" with an automatic drain is 0.1 MPa. Initially generated drainage and air are purged until pressure reaches 0.1 MPa.
Note 5: The automatic drain's minimum operating pressure for "F1" with an automatic drain is 0.15 MPa. 
Note 6: �When "F1" with an automatic drain is selected for the W1100-W series, minimum operating pressure is 0.2 MPa, maximum operation pressure is 0.7 MPa and the guaranteed pressure resistance 

is 1.05 MPa. Refer to the maximum processing flow table (page 85) for the F1000-F1 automatic drain for the maximum working flow. Set the working flow to less than the maximum working flow.
Note 7: The working temperature range of the pressure switch with indicator PPD assembly "R1" is 5 to 50°C. 
Note 8: W2000-W Series with an automatic drain "F1" must be used below maximum flow rate. (Refer to page 85 F2000-W for weight.)

Descriptions W1100-W W2100-W W3100-W W4100-W W8100-W

Exterior

Working fluid Compressed air
Max. working pressure	 MPa 1.0   Note 4, 5, 6
Withstanding pressure	 MPa 1.5   Note 6
Ambient temperature range	 5 to 60   Note 7
Filtration rating� m 5 5 or 0.3
Set pressure range (Note 2)	 MPa 0.05 to 0.85 Note 4 0.05 to 0.85
Relief With relief mechanism
Drain capacity� cm3 12 25 45 80 80   Note 3
Port size� Rc, NPT, G 1/8, 1/4 (3/8 uses an adaptor) 1/4, 3/8 (1/2 uses an adaptor) 1/4, 3/8 (1/2 uses an adaptor) 1/4, 3/8, 1/2 (3/4 uses an adaptor) 3/4, 1 (1 1/4 uses an adaptor)
Product weight� kg 0.175 0.4 0.6 0.9 2
Standard accessories Pressure gauge, bowl guard

Ozone specifications (Page 186)

P11W*100 -  - W -  -

 Dust generation preventing structure for use in cleanrooms

Clean specification (Catalog No. CB-033SA)

P7*W*100 -  -  -  -

P4*W*100 -  -

 Specification for LiB manufacturing process

Specification for LiB production (Catalog No.CC-947)

JIS symbol
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Filter Regulator Series
How to order

AttachmentG

Cautions for model No. selection
Note 1: �G threads and NPT threads are available for IN, OUT, gauge 

port and drain discharge port (metal bowl with automatic drain).
Note 2: �Select options per drainage, bowl material, element, and 

regulator sections.
When selecting options for several items, list options in order 
from the top.

Note 3: �Position of the check valve and pressure gauge can not be 
changed.
If the reverse direction of IN and OUT are required, indicate 
"X1" in the end of optional section.

Note 4: �Refer to page 12 for working conditions of the automatic drain.
Note 5: �Refer to page 87 for max. flow rate of option "Y".
Note 6: �When option "T6" is selected, only "blank" or "R2" is selected for 

the (G) pressure gauge (enclosed). The digital pressure sensor 
PPX mounting port (Rc1/8) is assembled ventilated.

Note 7: �The piping adapter set and C bracket cannot be used together.
Note 8: �Refer to Section 2. Regulator , in "   PRECAUTIONS For 

Installation and Adjustment" (page 15) for details on mounting 
the L-type bracket. 

Note 9: �If NPT is selected for the "C" piping thread type, a NPT pressure 
gauge is enclosed. If Rc or G thread is selected, an R thread 
pressure gauge is enclosed.

Note 10: �Pressure gauge display range will be 0 to 0.4 MPa for option 
"L".

Note 11: �A joiner set is attached with the piping adapter set.
Note 12: �Output type will be NPN transistor output. Consult with CKD if 

PNP transistor output is required.

Piping adaptor set 
(included)

F

Port sizeBModel no.A

Port thread typeC

OptionD

Displayed unitE

6W1100 6 W Z A6W

Model no.
W
1
1
0
0

W
2
1
0
0

W
3
1
0
0

W
4
1
0
0

W
8
1
0
0Symbol Descriptions

Port size
6 1/8
8 1/4

10 3/8
15 1/2
20 3/4
25 1

Port thread type� Note 1
Blank Rc thread

N NPT thread
G G thread

Option� Note 2, Note 3

Drainage

Note 4

Blank With manual drain cock
F Automatic drain with manual override (NO type)

F1 Automatic drain with manual override (NC type)
FF Large exhaust automatic drain with manual override (NO type)

FF1 Large exhaust automatic drain with manual override (NO type)

Bowl 
material

Blank Polycarbonate bowl
Z Nylon bowl
M Metal bowl

M1 Metal bowl with manual drain cock

Element
Blank 5μm

Y 0.3μm (submicron)� Note 5
Pressure

Range
Blank 0.05 to 0.85MPa

L 0.05 to 0.35MPa� Note 10

Relief
Blank With relief mechanism

N Non-relief type

Pressure 
gauge

Blank Standard pressure gauge (G401-W)
T Without pressure gauge (gauge port (Rc1/4) assembled sealed)

T8 Pressure gauge attachable (gauge port (Rc1/4) assembled open)
T6 Note 6 Compatibility with digital pressure sensor PPX

R1 Pressure switch with display  PPD assembled� Note 12
Flow

Direction
Blank Standard flow (left to right)

X1 Reverse flow (right to left)

Displayed unit
Blank MPa display, Rc thread

J1 MPa display, NPT, G thread

Piping adaptor set (included)� Note 7 pages 155 to 157 Note 11
Blank Not attached
A6*W 1/8 piping adaptor set
A8*W 1/4 piping adaptor set

A10*W 3/8 piping adaptor set
A15*W 1/2 piping adaptor set
A20*W 3/4 piping adaptor set
A25*W 1 piping adaptor set
A32*W 1 1/4 piping adaptor set

* Adaptor thread type
Blank Rc thread

N NPT thread
G G thread

Attachment� Page 152, 200
Blank Not attached
BW C type bracket

B3W Note 8 L type bracket
G45P G45D-8-P10 (L: G45D-8-P04)
G49P G49D-8-P10 (L: G49D-8-P04)
G59P G59D-8-P10 (L: G59D-8-P04)
G40P G40D-8-P10 (L: G40D-8-P04)
G50P G50D-8-P10 (L: G50D-8-P04)
G41P G41D-8-P10 (L: G41D-8-P04)
G52P G52D-8-P10 (L: G52D-8-P10)

R2 Note 6 Digital pressure sensor: PPX-R10N-6M

G

A

F

E

D

C

B

* �Refer page 9 for an explanation 
of the options.
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Flow characteristics
 W1100-6-W	  W1100-8-W	  W2100-8-W

 W3100-10-W

 W4100-15-W

 Set pressure range for back pressure

 W4100-8-W  W4100-10-W

 W8100-20-W  W8100-25-W

Note: �The upper side of the graph is nonusable and 
the lower side usable.

Example: �If W4100-W is set to set pressure 0.2 MPa and the 
secondary back pressure is 0.6 MPa or more, the 
secondary pressure will not be released to the primary side.

Pressure characteristics
 W1100-W	  W2100-W	  W3100-W

Filter Regulator Series

 W3100-8-W W2100-10-W

 W4100-W  W8100-W
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No. Part name
Material

W1100-W W2100-W W3100-W W4100-W W8100-W
1 Plate cover ABS resin - ABS resin

2 Body Polyamide resin, steel Aluminum alloy die-casting

3 O-ring Special nitrile rubber

4 Element Polyacetal resin
Polypropylene Polypropylene

5 Diaphragm assembly Polyacetal resin
Nitrile rubber Zinc alloy die-casting nitrile rubber

6 Cover Polyamide resin PBT Resin Aluminum alloy die-casting

7 Knob Polyacetal resin

8 Valve assembly Brass, hydrogenated nitrle rubber (polyacetal resin: W2100-W, W3100-W, W4100-W only)

9 Pressure gauge assembly PBT resin, polyacetal resin, polycarbonate resin, nitrile rubber, brass, steel

10 Check valve full assembly PBT resin, nitrile rubber, stainless steel wire, steel

11 Bowl assembly Polycarbonate resin, polyacetal resin, urethane resin

12 Bowl guard Polyamide resin Polyamide resin, steel

Note 1: W1100-W is an element assembly.
Note 2: The W1100-W O ring has a special shape.
Note 3: Refer to page 84 for repair parts kit model no.

Note 2

Note 1

Functional explanation
When the primary pressure is introduced from the IN side, the check valve 
functions as a regular regulator because it closes with primary pressure and 
spring load. When primary pressure is released by a changeover valve such 
as a shut-off valve, the check valve opens with secondary pressure. Pressure 
in the diaphragm chamber is released and pressure drops. This causes the 
diaphragm to be pressed down by the pressure adjustment spring. The main 
valve (valve assembly) opens, and the air on the OUT side is discharged.
Note: �Set back pressure A for when the primary pressure is released within 

the range in the graph for the regulator's set pressure. (Refer to page 
75 for graph)

 Circuit diagram

When using a shut-off valve before the reverse filter and regulator.

Internal structure and parts list
 W1100-W	  W2100-W

 W8100-W

Filter Regulator Series
Internal structure and parts list

 W3100-W, W4100-W
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IN OUT

Shut-off valve

OUT
EXH

IN A

4

2

6

7

3

11

12

8

5

1

9
10

4

2

6

7

3

11

12

8

5
1

9

10

IN OUT

4

2

6

7

3

11

12

8
5

1

9

10

IN OUT

7

6

5

2

3

4

11

12

8

9 10



Attached pressure gauge X Y
G45P (74) ø39

G49P (73.5) ø43.5

G59P (76) ø52

G40P (75.5) ø42.5

G50P (75.5) ø52.5

G41P (74) ø42

G52P (86) ø52.5

R2 (74) 30

Option dimensions with pressure gauge attached

Filter Regulator Series

Dimensions
 W1100-W Panel cut dimensions

  Attachment
C type bracket (-BW)
Part no: B120

L type bracket (-B3W)
Part no: B130

  Option dimensions
With automatic drain (F1)

 W2100-W

L type bracket (-B3W)
Part no: B230

Attached pressure gauge X Y
G45P (73.5) ø39
G49P (73) ø43.5
G40P (75) ø42.5
G41P (73.5) ø42
G52P (85.5) ø52.5

R2 (73) 30

Option dimensions with pressure gauge attached

  Attachment
C type bracket (-BW)
Part no: B220
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40

With PPD
option

Attachment 
(pressure gauge)

Maintenance dimensions

Port size
Rc1/8 (6)
Rc1/4 (8)

35.5

Inner diameter ø4
soft nylon tube
Drain port

Attachment
A W (piping 
adaptor set)

IN OUT
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no

b 
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at
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n

40

96
68

.5
2.

5

Y

X
50.5

36
40

2

43
.5

35

Tube center

IN OUT

Tube center

2

45 53
.5

68

43
.5

35

1044

6.
5

Tube center
IN OUT

68

53
.5

45

1044

6.
5

Panel thickness: Max. 6mm

ø26
.5

40

Tube center

92

M5
Drain port

X

35.5
45

2.3

88
.5

45

2.3

52 60

Attachment
A W (piping adaptor set)

90
50

IN OUT

3
Dim

en
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or 
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14
7

60
Ma

int
en

an
ce
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s

Attachment
(pressure gauge)

Port size
Rc1/4 (8)
Rc3/8 (10)

35.5

1.
5

Y

33 41

Inner diameter ø5.7 to ø6
soft nylon tube
Inner diameter ø5
soft vinyl tube
Drain port

54 69

63
33

Panel cut dimensions

ø36.5

Panel thickness: Max. 4mm

38
18

45
2.3

ø17.3

44

54
38
18

18
7

26

69
45

2.3

7



Filter Regulator Series
Dimensions

Dimensions
 W3100-W

Attached pressure gauge X Y
G45P (75) ø39

G49P (74.5) ø43.5

G59P (77) ø52

G40P (76.5) ø42.5

G50P (76.5) ø52.5

G41P (75) ø42

G52P (86) ø52.5

R2 (75) 30

Option dimensions with pressure gauge attached

 W4100-W

Panel cut dimensions

  Attachment
C type bracket (-BW)
Part no: B420

L type bracket (-B3W)
Part no: B430

 �The dimensions for the plastic bowl is the same wheather 
the manual drain cock or automatic drain is installed.

Attached pressure gauge X Y
G45P (70) ø39

G49P (69.5) ø43.5

G59P (72) ø52

G40P (71.5) ø42.5

G50P (71.5) ø52.5

G41P (70) ø42

G52P (82) ø52.5

R2 (69.5) 30

  Attachment
C type bracket (-BW)
Part no: B320

L type bracket (-B3W)
Part no: B330

 ��The dimensions for the plastic bowl is the same wheather 
the manual drain cock or automatic drain is installed.
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55

With PPD
option

Attachment 
(pressure gauge)

Maintenance dimensions

Port size
Rc1/4 (8)
Rc3/8 (10)
Rc1/2 (15)

39.5

Inner diameter ø5.7 to 6
soft nylon tube
Inner diameter ø5
soft vinyl tube
Drain port

Attachment
A W (piping adaptor set)

IN OUT

120
Rc3/4: 130

Dim
en

sio
n f

or 
kn

ob
 op
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tio

n

80
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Tube center
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Tube center
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.5

84

53
.5

45

14
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Tube center IN OUT
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14
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7

Panel thickness: Max. 7mm

ø47

60

2.
5

Option dimensions with pressure gauge attached

Panel cut dimensions

45

With PPD
Option

Attachment 
(pressure gauge)

Maintenance dimensions

Port size
Rc1/4 (8)
Rc3/8 (10)

31.5

Inner diameter ø5.7 to ø6
soft nylon tube
Inner diameter ø5
soft vinyl tube
Drain port

Attachment
A W (piping adaptor set)

IN OUT

103

Dim
en
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Panel thickness: Max. 4mm
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Filter Regulator Series

Dimensions
 W8100-W

Attached pressure gauge X Y
G45P (85) ø39

G49P (84.5) ø43.5

G59P (87) ø52

G40P (86.5) ø42.5

G50P (86.5) ø52.5

G41P (85) ø42

G52P (98) ø52.5

R2 (85) 30

Option dimensions with pressure gauge attached

  Attachment
C type bracket (-BW)
Part no: B820

 �The dimensions for the plastic bowl is the same wheather 
the manual drain cock or automatic drain is installed.

83

IN OUT

104

6150

16
68

9

Attachment 
(pressure gauge)

Inner diameter ø5.7 to 6
soft nylon tube
Inner diameter ø5
soft vinyl tube
Drain port

Attachment
A W (piping adaptor 
set)

IN OUT
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(Option)

Maintenance dimensions

Port size
Rc3/4 (20)
Rc1 (25)
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Y

X
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2.3

6150

61.5

Tube center



Model no.
F1M M M1

A B C
W2100-W - - 147

W3100-W 163.5 143.5 154

W4100-W 187 166.5 177

W8100-W 266 245.5 256

Dimensions table

Repair kit model no. Relief type diaphragm
5 m element (blank)

No relief type diaphragm
5 m element (N)

Relief type diaphragm
0.3 m element (Y)

No relief type diaphragm
0.3 m element (NY)Model

W1000-W, W1100-W W1000-KIT W1000-KIT-N ― ―

W2000-W, W2100-W W2000-KIT W2000-KIT-N ― ―

W3000-W, W3100-W W3000-KIT W3000-KIT-N W3000-KIT-Y W3000-KIT-NY

W4000-W, W4100-W W4000-KIT W4000-KIT-N W4000-KIT-Y W4000-KIT-NY

W8000-W, W8100-W W8000-KIT W8000-KIT-N W8000-KIT-Y W8000-KIT-NY

Model Valve assembly model no.
W1000-W, W1100-W W1000-VALVE-ASSY

W2000-W, W2100-W W2000-VALVE-ASSY

W3000-W, W3100-W W3000-VALVE-ASSY

W4000-W, W4100-W W4000-VALVE-ASSY

W8000-W, W8100-W W8000-VALVE-ASSY

Repair parts kit (Set consisting of diaphragm assembly, valve assembly, bottom spring, louver, element, baffle, bowl O ring)

Note: With the W1000-W and W1100-W, the element and baffle are assembly parts, and the louver is assembled onto the body. These parts are excluded from consumables.

Valve assembly (valve assembly and bottom spring set)

* Refer to option, parts list on page 128 for adjusting spring, diaphragm and gauge plug assembly.
Refer to air filter options and parts table (pages 93 to 94) for details on the element, bowl assembly, and bowl guard.

Option dimensions
 Metal bowl W2100-W W3100-W W4100-W W8100-W (option)

Option, parts dimensions

Filter Regulator Series
Option dimensions

84

ERP
SS

NRUT

With automatic drain 
(FM, F1M)

Automatic drain cock 
(M)

Tube center

Drain port
Rc1/4

A B

Adjusting spring
Adjusting spring for low 
pressure

Diaphragm 
assembly

Valve assembly 

0.3 m
Element

Bottom spring

No relief
diaphragm assembly

Looper

5 m element

baffle

Bowl O ringL

N

Y

Standard manual drain cock 
(M1)

C

Drain port

Tube center Tube center



Element

Optional parts drawing

Repair kit
(Se of louver, baffle, element and an O ring for bowl)
Repair kit model no. 5 m

Element
0.3 m

Element (Y)Model
F1000-W   Note1 F1000-KIT -

F2000-W F2000-KIT -

F3000-W, FM3000-W F3000-KIT F3000-KIT-Y

F4000-W, FM4000-W F4000-KIT F4000-KIT-Y

F6000-W, FM6000-W F6000-KIT F6000-KIT-Y

F8000-W, FM8000-W Note 2 F8000-KIT F8000-KIT-Y

Note 1: �For F1000-W, the baffle and element are assembled parts, so the set 
consists of  element assembly and bowl O ring.

Note 2: �For F8000, consists of baffle, element and bowl O ring.

Bowl guard
Bowl guard model no. For polycarbonate 

bowl
Nylon bowl

Model
F1000-W, W1000-W, W1100-W F1000-W-BOWL-GUARD F1000-W-BOWL-GUARD-Z

L1000-W L1000-W-BOWL-GUARD L1000-W-BOWL-GUARD-Z

M1000-W M1000-W-BOWL-GUARD M1000-W-BOWL-GUARD-Z

F2000-W, W2000-W, W2100-W F2000-W-BOWL-GUARD F2000-W-BOWL-GUARD-Z

W3100-W, F3000-W, W3000-W, M3000-W F3000-W-BOWL-GUARD F3000-W-BOWL-GUARD-Z

L3000-W L3000-W-BOWL-GUARD L3000-W-BOWL-GUARD-Z
F4000-W, W4000-W, M4000-W, W4100-W, 
F6000-W M6000-W, W8100-W, F8000-W, 
W8000-W, M8000-W

F4000-W-BOWL-GUARD F4000-W-BOWL-GUARD-Z

L4000-W, L8000-W L4000-W-BOWL-GUARD L4000-W-BOWL-GUARD-Z

W8100-W, F8000-W, W8000-W-FF, FF1 DT4000-W-BOWL-GUARD DT4000-W-BOWL-GUARD-Z

Note: �The bowl guard for the 1000 Series F1 is sold as a set with the bowl assembly.
The model no. is "F1000-W-BOWL-BOWL-GUARD-F1"

Element model no. 5 m
Element

0.3 m
Element (Y)Model

F1000-W F1000-ELEMENT-ASSY -

W1000-W, W1100-W W1000-ELEMENT-ASSY -

F2000-W F2000-ELEMENT -

W2000-W, W2100-W W2000-ELEMENT -

F3000-W, FM3000-W F3000-ELEMENT F3000-ELEMENT-Y

W3000-W, W3100-W W3000-ELEMENT W3000-ELEMENT-Y

F4000-W, FM4000-W F4000-ELEMENT F4000-ELEMENT-Y

W4000-W, W4100-W W4000-ELEMENT W4000-ELEMENT-Y

F6000-W, FM6000-W F6000-ELEMENT F6000-ELEMENT-Y

F8000-W, FM8000-W F8000-ELEMENT F8000-ELEMENT-Y

W8000-W, W8100-W W8000-ELEMENT W8000-ELEMENT-Y

�Note: Baffle and element will be an assembly forF1000-W W1000-W

93

Air Filter Series

ERP
SS

NRUT

Body

Louver

5 m element

Baffle

Bowl O ring

0.3 m
Element

Y

Automatic drain NO type metal bowl 
assembly with manual drain cock

F

Metal bowl assembly
with cock

M

NO type automatic drain nylon bowl assembly 
with metal manual cock

FM

NC type with metal manual cock
Automatic drain bowl assembly

F1M

Rc1/4

* 8000 series large exhaust

NO type large automatic drain nylon bowl 
assembly with metal manual cock

FFM

NC type large automatic drain nylon bowl 
assembly with metal manual cock

FF1M

NO type large automatic drain bowl 
assembly with manual cock

FF
* 8000 series large exhaust

NC type large automatic drain bowl 
assembly with manual cock

FF1

NO type large automatic 
drain with manual cock
nylon bowl assembly

FFZ
* 8000 series large exhaust

NC type large automatic 
drain with manual cock
nylon bowl assembly

FF1Z

Bowl guard

Bowl assembly with 
manual cock

NO type automatic drain 
nylon bowl assembly 
with manual cock

FZ

NC type automatic drain 
nylon bowl assembly 
with manual cock

F1Z

With manual cock
Nylon bowl assembly

Z
NC type automatic drain nylon bowl 
assembly with manual cock

F1

* 8000 series large exhaust

Large automatic drain NO type metal bowl assembly
with manual drain cock

FFM1

Large automatic drain NC type metal bowl assembly
with manual drain cock

FF1M1

Metal bowl with manual drain cock assembly
M1

Automatic drain NO type metal bowl assembly with manual drain cock
FM1

Automatic drain NC type metal bowl assembly with manual drain cock
F1M1



Bowl assembly (Set of bowl assembly and bowl O ring)
Bowl assembly model no. PC bowl 

assembly
with manual cock

PA bowl 
assembly

with manual cock

Metal bowl 
assembly

with manual cock

Metal bowl 
assembly with

 standard manual cock

NO type
automatic drain

PC bowl assembly
with manual cock Note 1

NC type
automatic drain

PC bowl assembly
with manual cockModel

F1000-W, W1000-W
M1000-W, W1100-W F1000-W-BOWL F1000-W-BOWL-Z - - - F1000-W-BOWL-BOWL

GUARD-F1   Note 3

F2000-W, W2000-W
M2000-W, W2100-W F2000-W-BOWL F2000-W-BOWL-Z - F2000-W-BOWL-M1 - F2000-W-BOWL-F1

F3000-W, M3000-W
W3000-W, W3100-W F3000-W-BOWL F3000-W-BOWL-Z

F3000-W-BOWL-M
F3000-W-BOWL-M1 F3000-W-BOWL-F M3000-W-BOWL-F1

FM3000-W, MM3000-W - - - - -

F4000-W, F6000-W
M4000-W, M6000-W
F8000-W, M8000-W
W4000-W, W4100-W
W8000-W, W8100-W

F4000-W-BOWL F4000-W-BOWL-Z

F4000-W-BOWL-M

F4000-W-BOWL-M1 F4000-W-BOWL-F M4000-W-BOWL-F1

FM4000-W, FM6000-W
FM8000-W, MM4000-W
MM6000-W, MM8000-W

- - - - -

Bowl assembly model no. NO type
automatic drain 
PA bowl assembly

with manual cock Note 1

NC type
automatic drain

PA bowl assembly
with manual cock

NO type
automatic drain

metal bowl assembly with 
metal manual cock Note 1

NO type
automatic drain

with standard manual cock
metal bowl assembly

NC type
automatic drain

metal bowl assembly
with metal manual cock

NC type
automatic drain

metal bowl assemblywith 
standard manual cock

NO type
automatic drain

bowl assembly for 
medium pressure Note 1

NC type
automatic drain 
bowl assembly

for medium pressureModel

F1000-W, W1000-W
M1000-W, W1100-W -

F1000-W-BOWL-
BOWL GUARD-
F1Z   Note 3

- - - - - -

F2000-W, W2000-W
M2000-W, W2100-W - M2000-W-BOWL-F1Z - - - M2000-W-BOWL-F1M1 - -

F3000-W, M3000-W
W3000-W, W3100-W F3000-W-BOWL-FZ M3000-W-BOWL-F1Z F3000-W-BOWL-FM F3000-W-BOWL-FM1 M3000-W-BOWL-F1M M3000-W-BOWL-F1M1 - -

FM3000-W, MM3000-W - - - - - - FM3000-W-BOWL-F MM3000-W-BOWL-F1

F4000-W, F6000-W
M4000-W, M6000-W
F8000-W, M8000-W
W4000-W, W4100-W
W8000-W, W8100-W

F4000-W-BOWL-FZ M4000-W-BOWL-F1Z F4000-W-BOWL-FM F4000-W-BOWL-FM1 M4000-W-BOWL-F1M M4000-W-BOWL-F1M1 - -

FM4000-W, FM6000-W
FM8000-W, MM4000-W
MM6000-W, MM8000-W

- - - - - - FM4000-W-BOWL-F MM4000-W-BOWL-F1

Bowl assembly model no. NO type
large automatic drain

PC bowl assembly
with manual cock

NC type
large automatic drain

PC bowl assembly
with manual cock

NO type
large automatic drain

PA bowl assembly
with manual cock

NC type
large automatic drain

PA bowl assembly
with manual cock

NO type
large automatic drain
metal bowl assembly

with metal manual cock

NC type
large automatic drain
metal bowl assembly

with metal manual cock

NO type
large automatic drain
metal bowl assembly

with standard manual cock

NC type
large automatic drain
metal bowl assembly

with standard manual cockModel

F8000-W, W8000-W
W8100-W F8000-W-BOWL-FF F8000-W-BOWL-FF1 F8000-W-BOWL-FFZ F8000-W-BOWL-FF1Z F8000-W-BOWL-FFM F8000-W-BOWL-FF1M F8000-W-BOWL-FFM1 F8000-W-BOWL-FF1M1

Note 1: �NO type automatic drain is not available for oil mist filter M1000-W, M3000-W, M4000-W, M6000-W, M8000-W, oil mist filter for medium pressure 
MM3000-W, MM4000-W, MM6000-W, MM8000-W.

Note 2: The large discharge automatic drain cannot be installed on the M8000-W.
Note 3: The bowl assembly for the 1000 Series F1 is sold as a set with the bowl guard.
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