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High quality product

Excellent price/performance ratio (OEM)    

Compact and solid design

All welded design, no elastomeric seal

Up to six times overpressure safety 1)

Very low temperature drift in wide 
temperature range from -40°F to +284°F (-40°C to +140°C)

•

•
•

•

•

OEM Pressure Transmitter
eCONOMY
Hex 24 for pressure ranges up to 600 bar

1) Depending on pressure ranges (up to 100 bar)
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OEM Pressure Transmitter
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Technical data

0606
Output signal: 0.5 ... 4.5 V ratiometric (3-wire)

Supply voltage UB: 5 VDC ±10 %

Idle current consumption I: typ. 8.5 mA (max. 13 mA)

Load current resistance RL: 4.7 - 680 kΩ

1) Static pressure. Dynamic value 30 to 50% lower. Values refer to the hydraulic / pneumatic part of the pressure transmitter.
2) For pressure range 0 - 600 bar ±1.0 % full scale (FS) at room temperature, ±0,5 % BFSL.
3)  Within the compensated temperature range.

Mechanical life expectancy: > 10,000,000 pulsations at rise rates to 5,000 bar/s at pnom

Permitted pressure change rate: ≤ 5,000 bar/s

Accuracy 2): ±0.5 % full scale (FS) at room temperature, ±0,25 % BFSL

Long-term stability: < ±0.1 % full scale (FS) per year 

Repeatability 3): ±0.1 % full scale (FS)

Temperature error 3): ±0.0125 % / °C  

Compensated temperature range:  0 °C … +100 °C

Temperature range ambient: -40 °C … +120 °C

Temperature range media: -40 °C … +140 °C

Wetted parts
material 

Housing: Stainless steel 1.4306 / AISI 304L

Measuring cell: Stainless steel 1.4542 / AISI 630 / 17-4PH® 

Overvoltage protection: 18 VDC

Response time 10 - 90 %: < 1 ms

Vibration resistance: 20 ... 2,500 Hz (15 ... 45 g) acc. to IEC 60068-2-6

Shock resistance: 500 m²/s half sine (11 ms) acc. to IEC 60068-2-27

Protection class: Refer to electrical connection

Electromagnetic compatibility: EMC 2014/30/EU, EN 61000-4-2, EN 61000-4-3, EN 61000-4-4, EN 61000-4-6, CISPR 16-2-1, CISPR 16-2-3

Recommended lenght
of connection cable: 30 m

Protection against reverse polarity
 and short-circuit: Build-in

Weight: approx. 35 g

Pressure ranges in bar

Standard pressure ranges pnom: 0 - 40 bar 0 - 60 bar 0 - 80 bar 0 - 100 bar 0 - 250 bar 0 - 400 bar 0 - 600 bar

Overpressure protection pU
1): 250 bar 400 bar 500 bar 600 bar 750 bar 750 bar 800 bar

Burst pressure 1): 400 bar 600 bar 800 bar 1,000 bar 1,200 bar 1,500 bar 1,800 bar

Pressure ranges in PSI

Standard pressure ranges pnom: 0 - 600 PSI 0 - 1,000 PSI 0 - 1,200 PSI 0 - 1,500 PSI 0 - 3,000 PSI 0 - 6,000 PSI 0 - 8,700 PSI

Overpressure protection pU
1): 3,600 PSI 6,000 PSI 7,200 PSI 9,000 PSI 10,500 PSI 10,500 PSI 11,600 PSI

Burst pressure 1): 6,000 PSI 9,000 PSI 12.000 PSI 14,500 PSI 17,400 PSI 21,700 PSI 26,100 PSI
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Electrical connectors and threads

Thread code: 41 Thread code: 66

Thread code: 09
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    Pin 0606

1 UOut

2 Gnd

3 UV+

IP67

x ~ 36 mm

Connection code: 007

Pin 0606

A UV+

B Gnd

C Uout

IP67, IP6K9K

x ~ 39 mm

Connection code: 010

Sealing ring

G1/4 DIN
EN ISO 1179-2
(DIN 3852-11)

form E

Sealing ring

G3/8 DIN
EN ISO 1179-2
(DIN 3852-11)

form E

    Pin 0606

1 Gnd

2 UV+ 

3 UOut

IP67

x ~ 44 mm

Connection code: 009
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7

Deutsch DT04 - 3P

AB

C
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2
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NPT 1/4

G 1/4 G 3/8

21 3
AMP Superseal 1.5

x

4 mm 

NPT 1/4

2
3

1

Packard MetriPack 150



1) Static pressure, dynamic pressure 30 to 50% lower. Values refer to the hydraulic / pneumatic part of the
pressure transmitter.

0606
Article matrix for OEM Pressure transmitters

Pressure connection

Pressure unit

Electrical connection

Pressure range in bar 1)

T.6
hex 24
OEM Pressure Transmitter
eCONOMY

0.5 - 4.5 V, 3-wire 0606

 Type Pressure range
bar / PSI

Pressure
connection

Pressure
unit

Electrical
connection

Pressure range in PSI 1)

Article number                 0606       XXX               /            XXX       XX         X           XXX

NPT 1/4 09
G1/4 – DIN EN ISO 1179-2 (DIN 3852-11), form E 41
G3/8 – DIN EN ISO 1179-2 (DIN 3852-11), form E 66

  0 - 40 bar 401

  0 - 60 bar 601

  0 - 80 bar 801

0 - 100 bar 102

0 - 250 bar 252

0 - 400 bar 402

0 - 600 bar 602

B

P

bar B

PSI P

AMP Superseal 1.5 007
Packard MetriPack150 009

Deutsch DT04-3P 010

  0 - 600 PSI 602

  0 - 1,000 PSI 103

  0 - 1,200 PSI 123

0 - 1,500 PSI 153

0 - 3,000 PSI 303

0 - 6,000 PSI 603

0 - 8,7000 PSI 823


