
Kinetic
pinion/toothed rack system for low tolerance
transmission of drive power in one rotation
movement

Intake flange
for connection to application specific
adapter plate

Body
high-tensile aluminum body with
lightest possible because of
hard anodizing

RTU-25,40,50

Finger attachable 90 swivel unit

Drive
double acting pneumatic
cylinder

Rectangular rotary unit to be able to rotate two
grippers rectangularly mounted unit

In case of using with series AF30 or AF46,
easy to assemble into a module

Internal shock absorber reduce shock at end of
rotation and increase road stopping capacity

Light weight grippers (e.g. AF28D) to mount at unit
is suitable

Shock absorber
adjustable end rotary
driving absorbency
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CharacterCharacter

Rotary Cylinder
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RTU

Bal l Bear ing

Piston Packing

Rotary Body

Wear Ring

Side Cover

Lower Cover

Piston

Pin

Leg Plate

O-Ring

Stopper Bol t

Absorber Rack

Finger Plate

Shock Absorber
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Exploded view
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RTU

RS 2 HT

Product
Name

25, 40, 50
Bore Size

1 - 1EA
2 - 2EA

Absorber
Quantity

RS - Reed switch : 2 wire
N - Solid state type, current sinking (NPN)
P - Solid state type, current sourcing (PNP)
RT - High temperature type (+120 ) : Option

( Reed switch only )

*Option

Sensor Type

1 - 1EA
2 - 2EA

Sensor
Quantity

Nomark - 2EA Attach (Standard)
DA - Piston : Max. 2EA Attach

(Option)

Shock Absorber

Nomark - 1m
3M - 3m
5M - 5m
Q8 - quick connector

( M8-3pin male
Length 0.15m )

Sensor Cable
Length

RTU 25 Q8 F8 DA 2- - - -

Nomark - Standard
(for general pneumatic seal)

HT - High temperature sealing
sets ( -10 to 120 )

Sealing Option

- For high temperature sealing,
consult JRT

- Sensor : Normally Open(NO) is Standard and
Normally Close(NC) is option

- For NC Type, add ordering code end "C"
ex) RTC - High temperature type,

Normally Close(NC) type

The delivery of * mark option is longer than a standard, So inquire of JRT

*
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F8 - quick connector
( M8-3pin female

Length 3m )

Order ing Code
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RTU

RTU-25
2-   5       DP5+0.03

06-M6 dp9

20 dp20
+0.03

±0
.0

2

2-M10x1p thru

32

68 56 70

40

32

2-M5(AIR PORT)

REED SWITCH

* 2-M8 STOPPER

38

16

68

50

38

6

30
*9

5

379

-5 to 60

Needless

3 to 7

±0.1

Stopper or Absorber

RTU40

Stopper or Absorber

3 to 7

Needless

P=Air Pressure[bar]

Unit

Actual Torque N.m

kg

kg

kg

sec

Cm3

degree

bar

Radial payload

Compress load(thrust)

Weight

Turning Time

Fitting size

Air consumption quantity 

Repetition Accuracy

Operating pressure

Ambient temperature

Lubrication

Products Name

0.774P

1.9

M5

35.5

0.8

Cushion

1.97

1.2

RTU50

1.411P

2.8

PF(G) 1/8

64.8

1.0

3.24

1.6

RTU25

0.169P

1.2

M5

7.7

0.5

0.68

0.6

Speci f icat ion
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* After 100 consecutive strokes to end positions



RTU-40

RTU-50

64
11

6
52

8

10 80

64

2-PF(G)1/8 (AIR PORT)

REED SWITCH 

10 thru

*6

2-M10 STOPPER
30

10
6

50

60 11
0

92

722-M12x1p thru

20     dp3

6-M8 dp15 2-   6     dp6

 JRTM 

2-M8 STOPPER
2-M5
AIR PORT

REED SWITCH
 JRTM 
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RTU
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Notes
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